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- INJUINL with USB Port
© NSGR1s 36 Wiless Route It alows you o set p
: ps wireless network quickly and share a 3G mabile connection.

Specifications
Hardware
Interface -4*10//100Mbps LAN Ports
- 1*10/100Mbps WAN Port
- 1*USB 2.0 port
Power Supply -9V DC/0.BA
Button - Reset Button
LED Indicators - 1*Power, 1*CPU, 1*Wireless, 1*WAN, 4*LAN, 1*3G
Dimensions -133mmx 96.7mm x 24.2mm (Lx W x H )
Antenna - 1*5dBi detachable antenna
Environment - Operating Temperature: 0% ~40°C (32°F~104°F)
- Storage Temperature: 40~70%C (40°F~158°F)
- Operating Humidity: 10%~20% non-condensing
- Storage Humidity: 5%~95% non-condensing
Wireless
Standards - IEEE B02.11n, IEEE 802.11g, IEEE 802.11b
RF Frequency - 2.4~2 4835GHz
Data Rate -802.11n: up to 150Mbps
-802.11q: up to 54Mbps (dynamic)
-802.11b: up tol1Mbps (dynamic)
Wireless Security - 64/128-bit WEP, WPA/WPA2 (AES/TKIP)
Output Power - 20dBm (Max.)
Channels -1-11 (Morth America), 1-13 (General Europe), 1-14 (Japan)
Modulation Type - DBPSK, DQPSK, CCK and OFDM (BPSK,QPSK, 16-QAM/ 64-QAM)
Reception Sensitivity - 135M: -65 dBm@10% PER
- 54M: -68 dBm@10% PER
- 11M: -85 dBm@8% PER
- 6M: -88 dBmi@10% PER
- 1M: -90 dBm@8% PER
Software
Internet Setting - WAN: Dynamic IP/Static IP/PPPoE/3G
- LAN
- DHCP Clients
- Advanced Routing
- Qo5
Wireless - Wireless Basic Settings
- Security
- WD5
- WPS
- WDS: Repeater/Bridge mode
- Station List
Firewall - MAC/IP/Port Filtering
- Port Forwarding
- DMZ
- Systemn Security
- Content Fitering
Management - Administrator Settings
- NTP
- DDNS
- Upgrade Firmware
- Settings Management




