30-120= +-06
120-315 = +/- 1
315-1000 = +/- 1.6,
AMP_RATING 1000-2000 = +/- 2.4
S R ded Specifications :
e ecommende *Standard Rating : 1.5~20 AMPERE.
, Panel Cutouts Input Power : 125 VAC /250 VAC /32 VDC.
*Dielectric Strength : 1500 VAC / 1 Minute.
Interrupt Capacity : 125 VAC x 1000 A, 250 VAC x 200A.
1 | *Insulation Resistance : > 100 M Q
| *Calibration : 25°C-105°C of Rated Current-Continuously Carried.
9.3 19 ! 25°C -Between 1019% to 1349 -May Trip or Not.
25°C-1359% of Rated Current-Trip Within 1 Hour.
| .fBR'} 16.125mm) 25°C-2009% of Rated Current-Trip Within 1 Minute.
—] (15.875mm *Contact Endurance :
|| 'l 125 VAC x 15094 of Rated Current-300 Cycles.
F ar T *Reset : Manual Push Reset/Auto Reset.
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Dji'_. ﬁl‘ Description: CIRCUIT BREAKER 1.5A-20A
0:0.8~1.5mm  S:2.0~3.0mm ‘ Part No.: el 7 S £ &5 57 £
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