055=+-0
§530=+-04
30-120=+/-0
120-315= +/-1

315-1000 = +- 1.6}
1000-2000 = +/-2.4
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SPECIFICATIONS:
% STANDARD RATING: 2-16 AMPERE DIMENSION IN mm —
& INPUT POWER: 32 VDC / 125 VAC / 250 VAC e 1 e § (
# DIELECTRIC STRENGTH 1500 VAC / | MINUTE l 2t
% INTERRUPT CAPACITY : 125VACX 1000A, 250VACX 1000A | =4
% RATED CONDITIONAL SHORT-CIRCUIT CURRENT : IEC-934 d ——
"PC.1 1000A "WITH"FUSE 16A &/ &"
# INSULATION RESISTANCE - > 100 MQ 08 6.3
& CALIBRATION —| -
25 C - 105% OF RATED CURRENT - CONTINUOUSLY CARRIED. 11.0
25 C - BETWEEN 106% TO 134% - MAY TRIP OR NOT BN

25 C - 135% OF RATED CURRENT - TRIP WITHIN 1 HOUR.
150% OF 2A ~ 4A-TRIP WITHIN 1 HOUR.
25 C - 200% OF RATED CURRENT - TRIP WITHIN 1 MINUTE

® CONTACT ENDURANCE: 125VA(X  150% OF RATED CURRENT -
e il il [RoHS COMPLIANT]
& IEC - 934 METHOD OF OPERATION : "R " - AUTOMATIC INTER-

RUPTION AND NON-AUTOMATIC (MANUAL) RESETTING . [APPROVED BY ’
# IEC - 934 METHOD OF TRIPPING : " TO "= THERMAL o — U N I TEJB A]@w @m
DEGREE OF TRIP - FREE BEHAVIOUR : " CYCLING TRIP - FREE " ,\@ AQ, J.
RESET: MANUAL PUSH RESET N £

*® &
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SR, Description: CIRCUIT BREAKER 2A-16A
Part No.:

CB-8410U J
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