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SPECIFICATIONS

Current Rating:3Amp

Insulation Resistance:1000MQ Min
Contact Resistance:20mQ

Withstanding voltage: AC 500V min
Operating Temperature —40°C to +105C

A Materials
o Contact Material:copper Alloy and GOLD FLASH
S Insulation Material:polyester.UL94-0 PBT +207% fiber glass
© 2 g ©O000000O0 a0 Color:BLACK
o O . Contact Clip(4 finger): BeCu(C17200)
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35.56 No. of pins A B C No. of pins No. of pins A B C No. of pins
6 7.62 1016 /.62 | 100-XXX-063-DA 28 | 35.56 12701 10.16 [100-XXX-284-DA
8 0.16 10.16 /.67 | 100-XXX-083-DA 32 |40.64 12701 10.16 100-XXX-324-DA
10 12.70 10.16 7.6 100-XXX-103-DA
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I N 18 17.78 1 10.16 /.62 | 100-XXX-183-DA 32 |40.64 17,781 15,24 100-XXX-326-DA
20 22.86 11016 | /.62 |100-XXX-203-DA 40 150.80 17781 15.24 100-XX%-406-DA
24 30.48110.16 /.62 | 100-XXX-243-DA 42 153.34 17/./78 ] 15.24 100-XXX-426-DA
28 35,56 | 10.18 /.62 | 100-XXX-283-DA 48 160.96 17.78 1 15.24 100-XXX-486-DA
50 |63.50 1778 15.24 100-XXX-506-DA
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24 30.48(12.70 0.716 |100-XXX-244XDA
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