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PT17-12 12Volt17Ah

Specifications

Nominal Voltage(V) 12v

Nominal Capacity

20 hour rate  (0.25A to 10.50V) 17Ah
10 hour rate (0.475A to 10.50V) 15.64Ah
5 hourrate (0.85A to 10.20V)  14.45Ah

1C (A to 9.60V)  10.88Ah
3C (15A to 9.60V)  12.16Ah
Weight Approx. 5kg(11.02Lbs.)

Internal Resistance (at1KHz) Approx. 14mQ Dimensions mm(inch)

Maximum Discharge Current for

5 seconds: 75A <y
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Charging Methods at 25C (77 F) ] .,I .
Cycle use: | : ! - tr § X
Charging Voltage 14.4 to 15.0V F4
., (M5 Bolts)
Coefficient -5.0mV/C /cell
Maximum Charging Current : 5.1A
Standby use: 17
Float Charging Voltage 13.5to 13.8V
Coefficient -3.0mV/C /cell
* | | i
Operating Temperature Range 0 el | e [
Charge -15C(5'F) to 40°C(104°F)
Discharge -15C(5°F) to 50TC(122°F)
Storage -15C(5°F) to 407C(104°F)
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Case Material ABS UL94 HB o i e I
Option: Flammability resistance of (UL94 V-0) 2 ; 1
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PT17-12

_. Capacity Retention Characteristic

Remaining Capacity

4 14 32 $0 68 86 108 122 Storage Time (months)
Temperature

Trickle (or float) Service Life CyolsServicelife
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Capacity %

Life (years)
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Constant Current Discharge Characteristics : A (25C)

F.V/Time| S5MIN | 10MIN | 15SMIN | 30MIN| 1HR | 2HR | 3HR | 4HR | 5HR | 8HR | 10HR | 20HR
1.60V 6922 | 4561 | 33.99 | 1967 | 1140 | 6.73 | 489 | 389 [3.29 | 220 |1.79 | 093
1.65V_ | 66.72 | 44.25 | 33.10 [19.24 [ 11.19 | 6.63 | 4.83 | 3.85 | 3.25 | 217 | 1.77 | 092
1.70V_ 16347 | 4247 | 31.93 | 1867 | 10.91 | 6.50 | 474 | 378 | 3.20 | 2.14 | 1.75 | 091
1.75V_159.29 | 40.16 | 30.41 | 17.92 | 10.54 | 6.32 | 462 | 3.70 | 3.13 | 211 [ 1.72 | 090
1.80V_ | 54,02 [ 37.22 | 28.45 [ 16.95 | 10.06 | 6.10 | 447 | 358 | 3.04 | 205 | 1.68 | 0.88
185V [4754 | 3353 [ 25.97 (1572 | 944 | 580 | 427 | 344 | 293 | 198 | 1.63 | 0.86

Constant Power Discharge Characteristics : WPC (25C)

F.V/Time| 5MIN | 10MIN | 15MIN | 30MIN [ 1HR 2HR 3HR 4HR S5HR 8HR 10HR | 20HR
1.60V_1119.2 | 78.70 [ 60.32 | 36.27 [ 21.64 | 1294 | 948 | 7.59 | 6.43 | 435 | 3.57 1.86
1.65V [ 1179 | 78.37 [ 59.97 [ 36.00 | 21.46 [ 12.84 | 9.41 753 |1 6.39 | 432 [ 3.54 | 185
1.70V_ 11134 | 76.06 | 58.36 | 35.13 | 21.00 | 1263 | 927 | 742 | 6.30 | 427 | 3.50 | 183
1.7V 1107.8 | 73.22 | 56.38 | 34.07 | 20.39 | 1235 [ 9.08 | 7.28 | 6.19 [ 420 | 3.44 | 181
1.80V_ |1 9997 | 69.03 [ 53.49 | 32.55 [ 19.56 | 1197 | 882 | 7.09 | 6.04 | 411 | 3.37 | 1.77
1.85V | 8954 | 63.30 | 49.53 [ 30.48 | 18.48 | 1145 | 847 | 6.82 | 5.83 | 3.98 | 3.27 1:43

(Note) The above ch ristics data are age values oblained within three charge/discharge cydie not the minimum values.
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